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S (voL. @t .- “{>. 166; f ENVIRONMENTAL NOTES \\ / CONSTRUCTION SCHEDULE \ authorities' jurisdiction! standard construction details and specifications.
LOT 2R-2A o i y 15, Topographic information taken from a Topographic Survey performed by TEXAS

HIGHLAND HILLS SUBDIVISIO ’ o MARK ENGINEERING AND MAPPING . The Contractor shall notify the Engineer immediately, in

(VoL. 10780, PG. 217; B.C.P.R.) MARK DESCRIPTION

AG TACO HOLDINGS, LLC

1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR writing, of any discrepancies or omissions to the topographic information. The Contractor(s)
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project. The Engineer and Owner shall be indemnified of problems and/or cost which may
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DEMOLITION/CONSTRUCTION. SOLID WASTE ROLL result from Cortractor's failure to notify Engincer and Owner.

OFF BOXES AND/OR METAL DUMPSTERS SHALL 3E H.C. ACCESS RAMP @ 1:12 MAX. SLOPE (RE: C10.1 STANDARD DETAILS)

THE CONTAINMENT AND PROPER DISPOSAL OF shall be responsible for confirming the location (horizontal/vertical) of any buried cables,
S 45‘9? SR ':)I N G 6 '\/ ALL LIQUID AND SOLID WASTE ASSOCIATED WITH CONCRETE VERTICAL CURB @ DRIVE-THRU (RE: C10.2 STANDARD DETAILS) conduits, pipes, and structures (storm sewer, sanitary sewer, water, gas, television, telephone,
s P % 3 @ —< LOT 1R THIS PROJECT. THE CONTRACTOR SHALL USE etc.) which impact the construction site. The Contractor(s) shall notify the Owner and Engineer
i4 ) 1‘ N i— . E @ HIGHLAND HILLS SUBDIVISION ALL MEANS NECESSARY TO PREVENT THE CURB AND GUTTER @ NON DRIVE THRU AREAS (RE: C10.2 STANDARD DETAILS) if any discrepancies are found between the actual conditions versus the data contained in the
3 L AL - 7 (VOL' 10780, PG. 217; B°C'P'R') OCCURRENCE OF WINDBLOWN LITTER FROM THE tion plans. Any costs incurred as the result of not confirming the actual location
BASIS | G ARING: \ PROJECT SITE. construction plans. Any g
A TR < L 4 CHICKS DEVELOPMENT GROUP, LLC REINFORCED CONCRETE SIDEWALK (RE: C10.3 STANDARD DETAILS) (horizontalivertical) of said cables, conduits, pipes, and structures shall be borne by the
e — 2. DEMOLITION/CONSTRUCTION WASTE - SITE IS Contractor. Additionally, the Contractor(s) shall notify the Owner and Engineer if any errors or
4 00 d REQUIRED TO PROVIDE CONTAINMENT FOR SLOPED SIDEWALK SECTION (NOT TO EXCEED 5% SLOPE) (RE: C10.3 STANDARD discrepancies are found on the construction documents (ps&e), which negatively impact the
MAX. BLu. 77 =23'4" WASTE PRIOR TO AND DURING DETAILS)

SUPPLIED BY CITY OR CITY PERMITTED 16. McDonald's reserves the right to request a compaction and/or a core sample. if tests prove

correct, per the soils report, tests will be at the expense of McDonald's, otherwise G.C. will be
charged.

17. Contractor shall comply to the fullest extent with the latest standards of OSHA directives or
any other agency having jurisdiction for excavation and trenching procedure. Contractor shall
use support systems, sloping, benching, or other means of protection, including but is not
limited to, access and egress from all excavation and trenching. Contractor is responsible to
comply with performance criteria for OSHA.

SIGN LOCATION, HEIGHT, AND SQUARE
FOOTAGE OF SIGN WILL BE DESIGNED
AND PERMITTED BY SIGN VENDOR.

CONTRACTOR(S) ONLY.
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HANDICAP ACCESSIBLE SIGN (BUILDING OR POLE MOUNTED) (RE: C10.1 STANDARD
DETAILS)

CONCRETE WHEEL STOP (RE: C10.3 STANDARD DETAILS)

608 N. EARL RUDDER FREEWAY
BRYAN,TX
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AND SHALL NOT BE REPRODUCED WITHOUT THEIR WRITTEN PERMISSION.

THESE PLANS AND SPECIFICATIONS ARE THE PROPERTY OF McDONALD'S CORPORATION
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PAVEMENT MARKING LEGEND X
@ BOLLARD (RE: C10.1 STANDARD DETAILS) VERIFY WMCDONALD'S: ~ ASPHALT: [] concreTE: [B] o4
PAVING SPECIFICATION Q
CONTRACTOR TO BID: ASPHALT: [] coNncreTE: B e
MARK DESCRIPTION HANDRAIL @ INGRESS/EGRESS DOOR (RE: C10.1 STANDARD DETAILS) Q
NOTE: TERRACON CONSULTANTS, INC
ALL PAVING & SUBGRADE SPECIFICATIONS NOVEMBER 8. 2013 ? )
"DRIVE THRU" WITH "CIRCLE/ARROW" - COLOR : YELLOW (1) | LIGHT STANDARD (15' CLEAR FROM ALL OVERHEAD UTILITY LINES) A DAy ITH GEQTECHNICAL REPORT  pROJECT NO. A1135036 © 3
(o]
oal b
. . , ASPHALT PAVEMENT RECOMMENDATIONS -ALTERNATE BID > S1&|=
@]) | "CIRCLE/ARROW" - COLOR : YELLOW (D |racroLe PAVEMENT MATERIALS LIGHT DUTY HEAVY DUTY % > Sla| s
Asphalt Surface Course o 2.5" = | A = g 2
6" DRIVE-THRU STRIPING - COLOR : YELLOW @ ROAD SIGN (POLE) Bace Material P 0 % 8 ¥13lo
Treated Subgrade 6" 8" % é 213 E
DOUBLE DRIVE-THRU "ARROW" MARKING - COLOR : YELLOW McDONALD'S DIRECTIONAL SIGN " CONCRETE PAVEMENT RECOMMENDATIONS - BASE BID 5148
PAVEMENT MATERIALS LIGHT DUTY HEAVY DUTY IR %
4" DIAGONAL PAINTED ISLANDS AT DRIVE-THRU - COLOR : YELLOW (15 | oospsion F’°”'a""T?egTe‘;”gﬁggg§;e PYMT = s 0 %13 Z
W
PAVEMENT NOTES: o | E B 2
@ 6" MERGE POINT - COLOR : YELLOW DOMESTIC WATER METER 1. PAVEMENT AND SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH THE | x =2
GEOTECHNICAL REPORT PREPARED BY TERRACON CONSULTANTS, INC. DATED NOVEMBER L(a a
8,2013. [PROJECT NUMBER A1135036] o 9: <
@ “THANK YOU" AT END PATH - GOLOR : YELLOW @ IRRIGATION WATER METER 2. SUBGRADE SHOULD BE SCARIFIED AND COMPAGTED TO AT LEAST 95 PERCENT OF THE
STANDARD PROCTOR (ASTM D 698) MAXIMUM DRY DENSITY FOR A DEPTH OF AT LEAST 6
INCHES BELOW THE SURFACE. SEE SECTION 4.2 OF GEOTECH REPORT.
@ ARROW PATH DIRECTION - COLOR : YELLOW * BACK FLOW PREVENTION DEVICE (RE: C9.0 UTILITY PLAN) 3. PAVEMENT MAY BE PLACED AFTER THE SUBGRADE HAS BEEN CHEMICALLY TREATED IN w
ACCORDANCE WITH SECTION 4.5 OF THE REPORT AND PROPERLY COMPACTED, 2
FINE-GRADED AND PROOF ROLLED AS SPEGIFIED IN THE SOILS REPORT. o
4" PARKING STALL STRIPING - COLOR : YELLOW (TYP) * EXISTING FIRE HYDRANT 4. ALL WORK SHALL BE IN ACCORDANCE WITH THE TEXAS DEPARTMENT OF TRANSPORTATION
SPECIFICATIONS.
5. WATER SHOULD NOT BE ALLOWED TO POND BEHIND CURBS AND SATURATE THE BASE
@ 4" DIAGONAL PAINTED ISLANDS IN PARKING AREA - COLOR : YELLOW * 2,000 GALLON GREASE INTERCEPTOR (RE: C9.0 UTILITY PLAN) MATERIALS. GRANULAR BASE MATERIAL SHOULD EXTEND THROUGH THE SLOPE PROVIDING
UNDERGROUND DRAINAGE AN EXIT PATH.
6. REFERTO C10.2 FOR CONCRETE JOINT SPECIFICATIONS UNLESS NOTED OTHERWISE IN THE =
gg’tgﬁ‘iég%ﬁiﬁg&?@ggﬁI’R?EIAME?\J%S / CROSSWALK - @ DRAINAGE STRUCTURE (RE: DRAINAGE PLAN) SOILS REPORT. a
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@ 18" O.C.E.W. (LIGHT DUTY) AND #4 BARS @ 18" O.C.E.W. (HEAVY DUTY AND DUMPSTER). 3 i
@ 4" DOUBLE LANE DIVIDER STRIPING - COLOR : YELLOW (TYP) @ PAD MOUNTED TRANSFORMER (RE: C9.0 UTILITY PLAN) 8. NOTE BASE MATERIAL FOR ASPHALT OPTION TO BE TXDOT ITEM 247, TYPE A OR D, GRADE | nI| s o’
COMPACTED TO 95% MODIFIED PROCTOR (ASTM 1557). 2' i S
9. IT SHALL BE THE CONTRACTORS RESPONSIBILITY TO REFER TO GEOTECHNICAL REPORT
TP . TP , . LANDSCAPE FINISH GRADE 1" BELOW TOP OF CURB IN ALL LAWN AREAS AND 2" S |« —
PAINTED "STOP" AND 12" STOP BAR WITH "STOP" SIGN - COLOR : YELL OW FOR ADDITIONAL INFORMATION. N
@ BELOW TOP OF CURB IN ALL BED AREAS THE INFORMATION ABOVE [S BEING PROVIDED FOR REFERENCE ONLY AND SHALL NOT BE RELIED ON AS ACCURATE. THE O Lu %
CONTRACTOR SHALL BE RESPONSIBLE FOR REFERRING TO THE GEOTECHNICAL REPORT REFERENCED ABOVE FOR ALL m m
FIRE LANE STRIPING PER CITY OF BRYAN FIRE CODE STANDARDS SAMPLE WELL (15" @ MIN.) PAVEMENTIEARTHWORK REQUIREMENTS. & = %
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SURVEY INFORMATION <
8" OOSP STRIPING - COLOR: YELLOW @ GREASE WASTE STORAGE (RE: ARCHITECTURAL PLANS) O = (Zp S
PREPARED BY: LEGAL DESCRIPTION: 5 0] D
& * IF USING ASPHALT PAVEMENT, COLOR : WHITE J & J TEXAS ENGINEERING AND MAPPING A 13977 ACRE TRACT OF LAND, o 3
Y 12810 CENTURY DRIVE BEING ALL OF LOT 2R-2B, REPLAT OF 2R-2, O
Know what's below- STAFFORD, TX 77477 BLOCK A, HIGHLAND HILLS SUBDIVISION, N
oA’ C " i (281) 491-2525 VOL. 11417, PG. 166, B.C.P.R. B ol AL SRI¢
5 all betore you dig. 7 SITE INFORMATION A\ | Mt ’ | TR
) 14 &) [a)]
-------- PLAN SCALE: 1" = 20' 9 J%M % 28014 |8
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ADDITION EANA AR 2|
\ LAND AREA: 60,886 SF (1.3977 AC) D HILLS SUBDIVI g“é et B push £y
CURRENT ZONING: PD (PLANNED DEVELOPMENT) | [ N m‘»«-g, i E 3|2
f BENCHMARK DESCRIPTION ) EXISTING USE: UNDEVELOPED HIGHLAN IVISIO Ak aE o |5
** FEMA NOTE ** PROPOSED USE: DRIVE THRU RESTAURANT STREET ADDRESS
MONUMENT GPS-32 IS A BRASS OR ALUMINUM DISK SET IN BUILDING AREA (APPROXIMATE): 4,395 SF 608 N. EARL RUDDER FREEWAY STATUS DATE | BY
. . CONCRETE LOCATED WEST OF THE BOONVILLE CEMETERY BUILDING LOT COVERAGE: 4,395 SF/60,886 SF = 7.22%
Flood Statement: According to Community Panel No. 48041C021 5E,'Dated PARKING LOT, APPROXIMATELY 38.5' NORTH OF HIGHWAY 158. PARKING REQUIRED: 8 + 1/50 SF OF SEATING AREA CITY STATE DATE DRAWN DEC. 2013 HIM
MAY 16, 2012, of the Federal Emergency Management Agency, National ELEVATION = 316.75' (NAVD 1988) 8 + 1,242 SF/50 SF = 33 SPACES BRY ! N TX
Flood Insurance Program Map, this property is within flood zone "X", areas TBM A: BOX CUT ON LIGHT STANDARD BASE ALONG EXXON PARIANG PROVIDED: N PLAN CHECKED | 01/11)14 WL
. . " o . . . . :
det'err'nlned. to be.a.outsude Flu, 0.2% annual chancg floodplain . If this site is not PROPERTY LINE, AS SHOWN. HANDICAP PARKING REQUIRED: 2 COUNTY- SURVEY- ABSTRAGT NO.
RS within an identified special flood hazard area, this flood statement does not = ' HANDICAP PARKING PROVIDED: 2 N
Non e IS s ) ELEVATION = 301.83 BRAZOS JOHN AUSTIN 2 AS-BUILT
,,,,,,,,,,,,, e e imply that the property and/or the structures thereon will be free from flooding A o
o or flood damage. On rare occasions, greater floods can and will occur and TBM B: BOX CUT ON H2-INLET ALONG SOUTH SIDE OF IMPERVIOUS AREA: 2,095 L/C NUMBER: CORPORATE DWG. NAME
flood helghts may be increased by man-made or natural causes. This :LGE'\-'/i(T)IIgJL Ezl(;z-Eli;\S SHOWN. LANDSCAPE PERCENTAGE: 30.86%
statement shall not create liability on the part of Adams Engineering. k ' / & J 042-3082 S |.|. E P L N
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